TRONIX guided by light X

DALI dimming module || 2 channels | 100-
240V trailing edge
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TRONIX guided by light X

DALI trailing edge dimmer with 2 outputs for dimming 230V dimmable

LED, halogen, or incandescent lamps. Supports DALI DT6 control,
operates on 100-240V AC and offers up to 288 W per channel.

Key product features

Light value memory: Yes

Nominal voltage (V): 100 - 240

Control voltage (V): 100 - 240

Dimming phase cut-off (trailing edge): Yes
Max. switching capacity LED (W): 288
Control method: DALI

Technical specifications:

Product Name DALI dimming module || 2 channels | 100-240V trailing edge
Ean 8714984935228
Outer box gty 50st

Colour White
Connection type Screwed terminal
Operating method Other

Control method DALI

Mounting method Surface mounted
Material Plastic

Material quality Thermoplastic
Device width 170mm

Device height 59mm

Device depth 29mm
Applicable with presence indicator Yes

Suitable for degree of protection (IP)  IP20

Applicable with movement sensor Yes
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TRONIX guided by light X

Applicable with button No

Applicable with transmission button No

Applicable with time switch/timer Yes
Nominal voltage 100 - 240V
Control voltage 100 - 240V

Min. depth of built-in installation box ~ 30mm

Min. brightness controllable Yes

Max. switching power LED 288W

Light value memory Yes

Halogen free Yes
RAL-number (similar) 9016

Core cross section 0.75 - 2.5mm??
Warranty 5 years
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