TRONIX guided by light X

Garden spot || 123x79x79mm | 40° | 10W |
black | 3000K | dim
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TRONIX guided by light

This garden spot has a beam angle of 40° and can be rotated up to 180°.

Due to the warm light color (3000K), this spot is ideal for illuminate trees,

facades, bushes or other objects outdoors.

Features

o IP65

be drained

Technical specifications:

Product Name

Can be rotated up to 180°

Easy to attach to walls or other objects due mounting bracket
Applicatable with ground spike 149-352

Plug & Play due a 200 cm cable and Schuko plug

NOTE: When the garden spot is aimed straight up, rainwater can't

Garden spot || 123x79x79mm | 40° | 10W | black | 3000K | dim

Ean 8714984935778
Outer box gty 12st
Connection type Other

Lamp type LED not exchangeable
Housing colour Black
Housing material Aluminium

Material cover

Glass transparent

Length 123mm
Width 78mm
Height/depth 117mm
Diameter 115mm
Colour of light White
Colour temperature 3000K
Colour rendering index CRI 80-89
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TRONIX guided by light

Colour of light adjustable
Luminous flux adjustable

Light outlet

Beam angle

Beam angle adjustable

Voltage type

Nominal voltage

Nominal current

Type of power supply

Number of poles

Light distributor

Light distribution

Type of luminaire

Connectable conductor cross section
Type of control gear

With control gear

Exchangeable control gear
Degree of protection (IP)

Rated lifetime L70/B50 at 25 °C
Max. system power

Rated luminous flux according to IEC
62722-2-1

Luminaire efficacy
Surface protection
Impact strength
Type of wiring

With base plate
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No

Continuously variable
Direct/indirect
41-80° - Wide beam
No

AC

220 - 240V

500 - 500mA

Mains power supply
3

Reflector

Symmetric

Ground spike

0.75 - 2.5mm?

LED operating device current-controlled
Yes

No

IP65

30000h

10W

1084 - 1084lm

70lm/W
Powder coating
IK06

Ending

Yes
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TRONIX guided by light X

Warranty 3 years
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TRONIX guided by light X
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