TRONIX guided by light X

Power supply | 24V | 50W | trailing edge
| indoor
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TRONIX guided by light

Efficient 24V LED driver up to 50 W, compatible with leading edge and
trailing edge dimmers. Ideal for smaller LED installations in dry indoor

environments.

Key product features

Suitable for constant voltage: Yes
Output voltage (V): 24
Output power (W): 50

Dimmig phase cut-off (trailing edge): Yes

Dimmig phase cut-on (leading edge): Yes
Input voltage (V): 220 - 240

Control type: Constant voltage

Technical specifications:

Product Name Power supply | 24V | 50W | trailing edge | indoor
Ean 8714984924130

Outer box gty 50st

Housing Plastic housing

Model Static

Output voltage 24 - 24V

Output current 500 - 2080mA

Suitable for outdoor use No

Suitable for DC-voltage (primary side) No

Output power 12 - 50W
Degree of protection (IP) 1P20
Length 184mm
Width 61mm
Height 32mm
Power consumption 50W
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TRONIX guided by light X

Input voltage 220 - 240V
Frequency input voltage 50 - 60Hz
Overload protection Yes
Overtemperature protection Yes

Control method Trailing edge dimming
Short-circuit protected Yes

Ambient temperature -20-5077C
Driver lifetime 50000h

DIN-rail mounting No

Brand Tronix Lighting
Dimmable Yes

Emergency power supply system None

Control type Constant voltage
Warranty 5 years
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TRONIX guided by light X

184 mm
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